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NOTE:

ALL WORK SHALL COMPLY WITH THE 2018 IRC CINTERNATIONAL RESIDENTIAL CODE

AND VI CODE

ALL ELECTRICAL WORK SHALL COMPLY WITH THE 2018

NECAND WAPA REQUIREMENTS

ALL PLUMBING WORK SHALL COMPLY WITH THE 2018 IPC CINTERNATIONAL PLUMBING CUDE
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VICINITY MAP
NTS

UrIVEWAY NOTE:

1. DRIVEWAY MUST BE A MINIMUM OF 5" ONTO THE PLOT
BEYOND THE EASEMENT BOUNDARY.

2. DRIVEWAY MUST BE 5" THICK -3008 PSI CONCRETE
REINFORCED WITH EITHER 3% REBAR AT 12" 0C EACH WAY
OR WITH A MIN. exbx10x10 WELDED WIRE MESH.

3. PROVIDE EXPANSION JOINT AT EVERY 10" OF LENGHT
EITHER 1" DEEP CONCRETE SAW CUT, AFTER POUR
OR BY PLACED EXPANSION JOINT MATERIALS.

4. ROAD SIDE SWALES SHALL NOTBE CHANGED FROM EXISTING ORIGIANLLY
APPROVED AND RECORDED DESIGN DY DPW AND DPNR.

A reds SQUARE FEET
LVING _ 1307
TOTAL BUILDING AREA 1307
TOTAL ROOF SQFT _— 15756
CISTERN CAP. _ 16,575 GAL.
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PLOT #2-24 ESTATE MT. PLEASANT

ST. CROIX U.5. VIRGIN ISLAND

OWNER

AS NOTED

SCALE:

Virgin Islands of the United States (PR690)
Unit Symbol Unit Name Acres in AOl | Percent of AO
ArE Arawak Gravelly Loam (20 to 40% slope) 100%
Totals for Area of Interest 100

cARTH CHANGE NOTE:

. TREES SHALL BE PLANTED AND RETAINED DURING

CONSTRUCTION WHEREVER POSSIBLE.

. EXCESS MATERIAL WILL BE GRADED EVENLY THROUGHOUT.

PROPERTY ADDITIONAL FRUIT AND ORNAMENTAL TREES WILL
BE ENCOURAGED.

. PROVIDE 3" TOPSOIL EVENLY SPRED ORDER

THROUGHOUT DISTURDED AREA

. SEEDING AND FERTILIZATION SHALL BE AS FOLLOWS

llb/1000 SGT COMMON BERMUDA GRASS ON 3" TOP SIOL.

. MINIMUM SITE DISTURBANCE SHALL BE ENCOURAGED AND

APPLIED.

. LEFT-OVER DEBRIS SHALL BE HAULED AWAY AFTER COMPLETION

OF CONSTRUCTION.
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